
ORDER TOLL FREE 1-800-503-7534
www.skyfood.us

SKYFOOD’s Heavy Duty Meat and Bone 
Saws are designed for Butcher Shops 
and Grocery Stores to handle large 
volume of products. Both Models are 
entirely constructed of stainless steel. 
These sturdy units can handle all types 
of meats and bones. Units come standard 
with sliding feeding table and thickness 
gauge plate to help ease the operation.

SI-282HDE-2
HEAVY DUTY MEAT AND BONE SAW 112” BLADE – THREE PHASE

SI-282HDE-1
HEAVY DUTY MEAT AND BONE SAW 112” BLADE – SINGLE PHASE

ALL STAINLESS STEEL
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Contact your local Skyfood Representative for additional information.
Visit our web site at www.skyfood.us for location and contact information.

11900 Biscayne Blvd. Suite 616,
North Miami, FL 33181 
Phone: 305-868-1603

Fax: 305-866-2704

Warehouse:
5400 NW 32 Ave

Miami, FL 33142 - USA

Safety Features include:

- Blade Guide Guard above the cutting zone

- Equipped with a Pusher to avoid handling products 
too close to blade

- Emergency Button

- Electric Control System prevents the machine from 
turning back on automatically after a power shortage

- Upper and Lower Doors equipped with a safety 
sensor that will stop motor when open

- Column Blade Guard equipped with a safety sensor 
that will stop motor when removed.

Cleaning:

- Easily removable Upper and Lower Doors, Blade 
Wheels, Sliding and Stationary Tables and Blade 
Guard allow for better sanitation

- High quality components approved for food contact 
to ensure easy cleaning

 

Durability:

- Motor with Thermal Protection

SI-282HDE-2
HEAVY DUTY MEAT AND BONE SAW 112” BLADE – THREE PHASE

 SI-282HDE-1 (Single Phase) SI-282HDE-2 (Three Phase)

Voltage................................. 230 V .....................................230 V
Frequency............................ 60 Hz .....................................60 Hz
Power Rating ....................... 2 HP / 1470 W .......................2 HP / 1470 W
Height .................................. 73 5/8 ” ..................................73 5/8 ”
Width ................................... 36 1/4 ” ..................................36 1/4 ”
Depth ................................... 38 5/8 ” ..................................38 5/8 ”
Net Weight ........................... 240 lb .....................................240 lb
Shipping Weight .................. 339 lb .....................................339 lb
Blade Width x Length .......... 3/4 ” x 112 ” ............................3/4 ” x 112 ”
Cut Height x Width............... 12 3/4 ” x 10 ” .........................12 3/4 ” x 10 ”

SI-282HDE-1
HEAVY DUTY MEAT AND BONE SAW 112” BLADE – SINGLE PHASE

Certifications:

- ETL Listed and ETL Sanitation Listed (Conforms to NSF 8, UL 763 and CSA Std. C22.2 No. 195).


