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Meat processors

Specifications
Standard plate: 3/16”  (4.5 mm.)  
Motor 22:  1 Hp (735W).
Motor 32:   1.2 Hp (850W).
Electrical 22: 120V AC, 60Hz, 6.13 Amp. (220V, 50Hz available on request).
Electrical 32: 120V AC, 60Hz, 7.08 Amp. (220V, 50Hz available on request).
Plug and Cord: Attached, flexible, 3 wire SJT W-A, 6’ long.
Controls:  Rotary on/off/reverse with “ON” pilot light.
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watt/Hp lbs./min. Ø inch. inch. inch. inch. inch. inch. inch. inch. lbs. inch. lbs.

TC 12 E 735/1 120V AC, 60Hz 5 3/16" 855/64” 79/32” 1659/64” 815/32” 533/64” 1733/64” 2015/32” 40 13” x 18” x 181/2” 44

TC 22 E 850/1.2 220V AC, 60Hz 7 1/4" 855/64” 79/32” 1721/64” 815/32” 55/16” 1733/64” 2015/32” 46 13” x 18” x 181/2” 50

Features
Technical
• Standard stainless steel product tray with plastic feed stomper.
• The collecting tray comes standard.
• The steel grinding end is easily removable for cleaning.

Product tray dimensions: 9” x 11 3/4” x 2 3/4”
Collecting tray dimensions: 9” x 12” x 2”

TC 12 E 
TC 22 E
Meat grinders

• Italian-made with high quality, heavy-duty materials
• Ideal for small to medium operations.
• Polished die-cast aluminum construction.
• 1 and 1 1/4 Hp motors.
• Oil bath gearbox.
• Easy and fast breakdown for sanitation.
• 3/16" Stainless steel plate and knife come standard.
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